Mast Mount with Solar Panel

2" PVC Pipe Cap

Cellular Antenna with Aluminum Bracket

N-Style RF Cable

Cellular Data Logger

2" Aluminum Mast, 2' Length

Aluminum Pole Mount Plate

2" Aluminum Pipe Coupling

20-Watt Solar Panel
Typical Water Quality Station

- 4" Deployment Pipe Perforated Near Bottom with Stop Bolt
- YSI 6-Series Sonde
- 0.312" Hole for 1/4" Shank
- 4" Locking Well Cap
- 2' PVC Extension
- 4" PVC Female Adapter
- 4" PVC Male Adapter
- 2" Galvanized Pipe in Concrete
- 4" PVC Female Adapter
- 4" PVC Male Adapter
- Ground Kit

Product:
3100-iSiC Cellular Data Logger

NexSens Technology, Inc
1415 Research Park Drive
Beavercreek, OH 45431
937-426-2703
www.nexsens.com

This drawing and the information thereon is the property of NexSens Technology. All unauthorized use and reproduction is prohibited.
This drawing and the information thereon is the property of NexSens Technology. All unauthorized use and reproduction is prohibited.

Product: 3100-iSIC Cellular Data Logger

Site: Typical Cellular Weather Station

Weather Transmitter

2" Aluminum Pipe Extension

Unistrut Mounting Kit with 2" Pipe Strap, Typical
Typical Stream Gauge Station

2" Deployment Pipe Perforated Near Bottom with Stop Bolt

2" Galvanized Pipe in Concrete

2" PVC Female Adapter

2" PVC Male Adapter

2' PVC Extension

AccuStage Vented Level Sensor

2" Locking Well Cap

0.312" Hole for 1/4" Shank

Ground Kit

PRODUCT: 3100-iSIC Cellular Data Logger

SITE: Typical Stream Gauge Station

This drawing and the information thereon is the property of NexSens Technology. All unauthorized use and reproduction is prohibited.
2" Aluminum Pipe Extension

Unistrut Mounting Kit with 2" Pipe Straps, Typical

Radar Level Sensor

Typical Non-Contact Stream Gauge Station

Product: 3100-iSIC Cellular Data Logger

NexSens Technology, Inc
1415 Research Park Drive
Beavercreek, OH 45431
937-426-2703
www.nexsens.com

This drawing and the information thereon is the property of NexSens Technology. All unauthorized use and reproduction is prohibited.